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Polyester MULETAPE®

* All products are also available unprinted
** Product is only available unprinted

POLYESTER MULETAPE PRODUCT ORDERING INFORMATION

Features & Benefits

Lubricated for easy pulling and reduced friction

Durably printed with sequential footage or meter markings*

Available in a variety of pulling strengths from 200 to 6,000 lbs.    
(91-2727 kg)

Low elongation for enhanced worker safety

Lightweight and easily blown into conduit or innerduct

Available in splice-free lengths up to 100,000 ft. (30 km) for faster, 
easier installation

Packaged on sturdy wooden or plastic reels

Easily spliced using conventional methods or the MULEKNOT™

Description

Flat, woven, polyester tape used for installing fiber optic, copper, 
and coaxial cables in underground conduit.

             PLEASE  SEE  REVERSE  SIDE  FOR  ADDITIONAL  INFORMATION
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**N002PW 002 )19( 011 )05( 051 )86( 0003 )1( 000,001 )13( "8/1

P004PW 004 )281( 091 )68( 003 )631( 0003 )1( 000,001 )13( "4/1

P006PW 006 )372( 063 )461( 864 )312( 0003 )1( 000,001 )13( "8/3

P009PW 009 )904( 084 )812( 077 )053( 0003 )1( 000,001 )13( "2/1

P0521PW 0521 )865( 067 )543( 009 )904( 0003 )1( 000,07 )12( "2/1

P0081PW 0081 )818( 038 )773( 0041 )636( 0003 )1( 000,05 )51( "8/5

P0081PR 0081 )818( 038 )773( 0041 )636( 0003 )1( 000,3 )1( "8/3

P0052PW 0052 )6311( 0031 )195( 0081 )818( 0003 )1( 000,52 )8( "4/3

P0033PR 0033 )0051( 0091 )468( 0092 )8131( 0001 )3.( 000,3 )1( "2/1

P0004PR 0004 )8181( 0032 )5401( 0053 )1951( 0001 )3.( 000,3 )1( "8/5

P0006PR 0006 )7272( 0803 )0041( 0005 )3722( 0001 )3.( 000,3 )1( "4/3

Please refer to NEPTCO's applications bulletin for instructions on splicing using a MULEKNOT.
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Recommended MULETAPE® For Outside 
Plant Fiber Optic Cable Installation

NEPTCO warrants that its products will work in a manner consistent with the capabilities described in the data sheet.  This warranty 
shall be void if the product has been tampered with or improperly used.  Except for the express warranty and limited remedies 
described above, NEPTCO disclaims all other warranties including implied warranties.  NEPTCO and its authorized agents shall 
have no other liability beyond the price of the product for damages to a purchaser, including consequential damages, occurring 
in connection with the use or performance of the product.
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P009PW EBUTESOOL SREBIF42-2 07 )401( 93. )0.01(

P0521PW EBUTESOOL SREBIF69-52 031 )391( 85. )7.41(

P0081PW EBUTESOOL SREBIF882-79 002 )792( 97. )1.02(

P0521PW NOBBIR SREBIF69-21 511 )171( 95. )0.51(

P0081PW NOBBIR SREBIF612-801 081 )862( 96. )5.71(

P0081PW NOBBIR SREBIF234-882 082 )714( 69. )3.42(

P0052PW NOBBIR SREBIF468 092 )134( 50.1 )0.72(

In order to avoid damaging delicate fiber optic cables during installation, it is crucial that the cables not 
be subjected to excessive strain.  The charts below will assist you in selecting the appropriate MULETAPE 
product for your application.

elbaCcitpOrebiFderomrA

OCTPEN
tcudorP epyTrebiF tnuoCrebiF

.xorppA
TFM/sbl
)mk(gk

elbaC.xorppA
retemaiD
)mm(.ni

P009PW EBUTESOOL SREBIF42-2 421 )581( 15. )0.31(

P0521PW EBUTESOOL SREBIF69-52 791 )392( 66. )7.61(

P0081PW EBUTESOOL SREBIF882-79 523 )484( 98. )6.22(

P0521PW NOBBIR SREBIF69-21 051 )322( 95. )0.51(

P0081PW NOBBIR SREBIF612-801 002 )892( 96. )5.71(

P0081PW NOBBIR SREBIF234-882 363 )045( 89. )0.52(

P0052PW NOBBIR SREBIF468 134 )146( 01.1 )0.82(

Note:
- The duct fill ratio should be less than 50% by cross-sectional area.
- The area of the cable divided by the area of the innerduct should be less than or equal to 0.50 for ease 

of installation.

MULETAPE®:  For cable installation only.  Do not strap, bind or lift items with 
this product.


