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FOR CORNER GROUNDED DELTA SYSTEM, USE 2 SWITCHING POLES AND INSTALL NEUTRAL

IN_ CONJUNCTION WITH CLASS J OR R FUSES.
USE 2 SWITCHING POLES.

FOR GROUNDED CONDUCTOR.
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[304]_| [326] IN MM IN MM
A 50 | 13 | 88 | 22
B8 75 | 19 | 113 | 29
CDEF ABC c 100 | 25 |1.38| 35
Ui, 1B D 125 | 32 | 1.75 | 44
KNOCKOUTS KNOCKOUTS NEMA TYPE 3R
~ _e E 150 | 38 | 200 | 51
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DUAL DiMeNsions: IEHES
120 VAC 240 VAC CORNER @ 480 VAC CORNER O 600 VAC 125 voc @] 250 voc @| 600 voc @
CATALOG VOLTAGE AMPERE |WIRING ® ® GROUNDED ® GROUNDED ®
NUMBER RATING RATING | DIAG 1PH 1PH 3PH DELTA SYSTEM 1PH 3PH DELTA SYSTEM 1PH 3PH
STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX | STD | MAX
DTU361RB| 600VAC : 600VDC | 30 B | NA | 2 | NA | 5 | NA | 10 | NA | 10 | NA | 75 | NA | 20 | NA | 20 | NA | 10 | NA | 30 | NA| 3 [ NA| 5 | NA | 15
DTU362RB| 600VAC : 600VDC| 60 B | NA | 5 | NA | 10 | NA | 20 | NA | 15 | NA | 25 | NA | 50 | NA | 30 | NA | 30 | NA | 60 | NA| 5 | NA | 10 | NA | 30
DTU223RB| 240VAC : 250VDC| 100 | A | NA | NA | NA | 15 | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA [ NA | 20 | NA | NA
DTU323RB| 240VAC : 250VDC| 100 | B | NA | NA | NA | 15 | NA | 30 | NA | 30 | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | NA | 20 | NA | NA
DTU363RB| 600VAC : 600VDC| 100 | B | NA | 75 | NA | 20 | NA | 40 | NA | 40 | NA | 40 | NA | 75 | NA | 60 | NA | 40 | NA | 75 | NA | 75 | NA | 20 | 40 | 50
ING:
PERES WHEN USED IN CONJUNCTION WITH CLASS H OR K FUSES. DOUBLE THROW_SAFETY SWITCHES SQUARE D
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