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Form
 5

Form 5  
Conduit Outlet Bodies, Covers & Gaskets – 
Malleable Iron

Applications:
Form 5 Malleable Iron Conduit Bodies are used in conduit systems 
to:

Features:

/4

insulation

Standard Materials:

Standard Finishes:

Certifications and Compliances:

Options:
Suffix
HDG

Description
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TYPE LB‡

TYPE T‡

Form 5  
Conduit Outlet Bodies, Covers & Gaskets – 
Malleable Iron

TYPE LL‡

TYPE C‡

/4

TYPE LR‡

/4

Options:
Suffix

™ CG
 /

Description

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

LB50M / ”
LB75M /4” 97
LB100M
LB125M* /4” 5
LB150M* / ” 5
LB200M*
LB250M* / ”
LB300M*
LB350M* / ”
LB400M*† 4”

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

LL50M / ”
LL75M /4” 95
LL100M
LL125M /4” 5
LL150M / ” 5
LL200M 497
LL250M / ”
LL300M
LL350M / ”
LL400M 4”

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

C50M / ”
C75M /4”
C100M
C125M* /4” 5
C150M* / ” 5
C200M*
C250M* / ”
C300M*
C350M* / ”
C400M* 4”

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

LR50M / ”
LR75M /4”
LR100M
LR125M /4” 5
LR150M / ” 5
LR200M
LR250M / ”
LR300M
LR350M / ”
LR400M 4”

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

T50M / ”
T75M /4”
T100M
T125M /4” 5
T150M / ” 5
T200M
T250M / ”
T300M
T350M / ”
T400M 4”
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Form
 5

TYPE TB‡

TYPE X‡

SHEET STEEL COVERS

CAST IRON COVERS

NEOPRENE GASKETS – PERFORATED 
CENTER

INTEGRAL GASKET COVER – SHEET STEEL

Form 5  
Conduit Outlet Bodies, Covers & Gaskets – 
Malleable Iron

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

TB50M / ”
TB75M /4”
TB100M
TB125M /4” 5
TB150M / ” 5
TB200M

Cat. # Size

Internal  
Vol. in    
Cu. In.

Unit            
Qty.

Wt. Lbs.        
Per 100

Max. No. of 
Conductors

X50M / ”
X75M /4”
X100M
X125M /4” 5
X150M / ” 5
X200M

Cat. # Size
Unit            
Qty.

Wt. Lbs.        
Per 100

K50S / ” 9
K75S /4”
K100S
K125S /4 / ”
K200S 5
K250S / 5 94
K350S / ” and 4” 5

Cat. # Size
Unit            
Qty.

Wt. Lbs.        
Per 100

K50CM / ”
K75CM /4”
K100CM
K125CM /4 / ”
K200CM 5
K250CM / 5
K350CM / ” and 4” 5

Cat. # Size
Unit                             
Qty.

Wt. Lbs.                
Per 100

GK50N / ”
GK75N /4”
GK100N
GK125N /4 / ”
GK200N
GK250N /
GK350N / ” and 4”

Cat. # Size
Unit            
Qty.

Wt. Lbs.        
Per 100

K50SG / ”
K75SG /4”
K100SG
K125SG /4 / ”
K200SG 5
K250SG / 5
K350SG / ” and 4” 5
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Form 5  
Conduit Outlet Bodies, Covers & Gaskets –  
Malleable Iron

Dimensions (in Inches):

Type LB

Type LL

Type LR

Type C

Type T

Type TB

Type X

Size 1/2 3/4 1 11/4 11/2 2 21/2 3 31/2 4

B
C

Size 1/2 3/4 1 11/4 11/2 2 21/2 3 31/2 4

B
C

Size 1/2 3/4 1 11/4 11/2 2 21/2 3 31/2 4

B
C

Size 1/2 3/4 1 11/4 11/2 2 21/2 3 31/2 4

B
C

Size 1/2 3/4 1 11/4 11/2 2 21/2 3 31/2 4

B
C

Size 1/2 3/4 1 11/4 11/2 2

B
C

Size 1/2 3/4 1 11/4 11/2 2

B
C


