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GA9002GL -- Connector, Vise-Type

Single Bolt Aluminum Vise-Type Connector
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Image Connectors
Bronze and Aluminum
Vise Type Connector
for II Telecom
and C+l Applications
For AL to AL or
AL to CU connections
Series 'L\;"’H
Image -
(Vise) GA9000 series
Aluminum Vise Type Connector
Single or Twin Bolt
For AL to AL or
AL to CU connections
Material Aluminum
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Bolt Style | Single Bolt




Plating No

Inhibitor Yes

Grommets| Yes

Run AAC 6 sol, AAC 5 sol, AAC 4 sol, AAC 3 sol, AAC 6 str (7), AAC 4 str (7), AAC 3 str (7), AAC 2 str (7), AAC 1 str

Conductor |(7), AAC 1 str (19), AAAC 6 str(7), AAAC 5 str(7), AAAC 4 str(7), AAAC 3 str(7), AAAC 2 str(7), ACSR 6 (6/1),

Size and ACSR 4 (6/1), ACSR 4 (7/1), ACSR 2 (6/1), ACSR 2 (7/1), AAC 6 str (7) compact, AAC 4 str (7) compact, AAC 2

Type str (7) compact, AAC 1 str (19) compact
AAC 8 sol, AAC 7 sol, AAC 6 sol, AAC 5 sol, AAC 4 sol, AAC 3 sol, AAC 6 str (7), AAC 4 str (7), AAC 3 str (7), AAC

Tap 2 str (7), AAAC 6 str(7), AAAC 5 str(7), AAAC 4 str(7), AAAC 3 str(7), AAAC 2 str(7), ACSR 6 (6/1), ACSR 4

Conductor |(6/1), ACSR 4 (7/1), ACSR 2 (6/1), ACSR 2 (7/1), Cu 8 sol, Cu 8 str (7), Cu 6 sol, Cu 6 str (7), Cu 4 sol, Cu 4 str

Size and (7), Cu 2 sol, Cu 1sol, Cu2str(7), Cu1/0 sol, Cu 9 sol w/Armor Rods, AAC 8 str (7) compact, AAC 6 str (7)

Type compact, AAC 4 str (7) compact, AAC 2 str (7) compact, AAC 1 str (19) compact, AAC 1 str (7), AAC 1 str (19), Cu
1 str (7), Cu 1 str (19), Cu 8 sol w/Armor Rods, AAC 12 sol, AAC 10 sol, AAC 9 sol, Cu 12 sol, Cu 10 sol, Cu 9 sol

Run

Conductor | ¢, ;,

Minimum

Size

Run

Congluctor 332in

Maximum

Size

Tap

Conductor .

Minimum :081 in

Size

Tap

Conductor .

Maximum -3321in

Size

Run

Conductor | AAAC, AAC, ACAR, ACSR, Compact

Type

Tap

Conductor | AAAC, AAC, ACAR, ACSR, Compact, CU

Type

Style Single Bolt

Matching _

Product GA-9000B2

Cover

Available GA-900082

UL Listed No

Body .

Material Aluminum Alloy

Spacer .

Material Aluminum

Hardware . .

Material High Strength Aluminum Alloy

:'me“sm“ 1.125 in (29 mm)

:‘me“s”“ 1.875 in (48 mm)

CD'me"5'°“ 2.125 in (54 mm)

Bolt Size 0.38 in (10 mm)

Bolt Head | 0.56 in (14 mm)

Bolt .

Diameter 0.38 in (10 mm)

Bolt .

Wrench 0.56 in (14 mm)

L] Standard

Type

UPC Code 09635930463

Standard

Package 100

Standard

Package Each




Unit
Min Order
100
Qty
Weight /| 4516 Ibs
Ea.

Recommended for AL and AL to CU distribution, service, or tap connections.
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