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Ground Fault Products
Pre-Wired/Leaded LED Heavy Duty  
Commercial GFCI Receptacles
15 and 20 Ampere, 125 Volts AC
2 Pole, 3 Wire Grounding
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GFCI LED Pre-Wired/Leaded,  
#12 Solid Wire, 8 Inch Leads
Description Rating Color* Catalog Number

Impact	resistant	flush	
nylon face, automatic 
grounding clip, LED,  
8" solid wire leads .

15 and 20A 
125VAC

Gray
Ivory
White

GF15GYLAP1
GF15ILAP1
GF15WLAP1

GF20GYLAP1
GF20ILAP1
GF20WLAP1

Note: * Consult factory for additional colors.

GFCI LED Pre-Wired/Leaded,  
#12 Stranded Wire, 8 Inch Leads
Description Rating Color* Catalog Number

Impact	resistant	flush	
nylon face, automatic 
grounding clip, LED,  
8" stranded wire leads .

15 and 20A 
125VAC

Gray
Ivory
White

GF15GYLAP2
GF15ILAP2
GF15WLAP2

GF20GYLAP2
GF20ILAP2
GF20WLAP2

Note: * Consult factory for additional colors.

GFCI LED Tamper and Weather  
Resistant Pre-Wired/Leaded,  
#12 Solid Wire, 8 Inch Leads
Description Rating Color* Catalog Number

Tamper and Weather 
Resistant, impact 
resistant	flush	nylon	
face, automatic 
grounding clip, LED,  
8" solid wire leads .

15 and 20A 
125VAC

Gray
Ivory
White

GFTR15GYP1
GFTR15IP1
GFTR15WP1

GFTR20GYP1
GFTR20IP1
GFTR20WP1

Note: * Consult factory for additional colors.

GFCI LED Tamper and Weather  
Resistant Pre-Wired/Leaded,  
#12 Stranded Wire, 8 Inch Leads
Description Rating Color* Catalog Number

Tamper and Weather 
Resistant, impact 
resistant	flush	nylon	
face, automatic 
grounding clip, LED,  
8" stranded wire leads .

15 and 20A 
125VAC

Gray
Ivory
White

GFTR15GYP2
GFTR15IP2
GFTR15WP2

GFTR20GYP2
GFTR20IP2
GFTR20WP2

Note: * Consult factory for additional colors.

Meets UL Standard 943
Class A GFCI
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Applications

GFTR20BKP1

GFTR15WP1

GF15WLAP1

GF20GYLAP2

15A 125V
NEMA 5-15R

20A 125V
NEMA 5-20R

15A 125V
NEMA 5-15R

20A 125V
NEMA 5-20R

15A 125V
NEMA 5-15R

20A 125V
NEMA 5-20R

15A 125V
NEMA 5-15R

20A 125V
NEMA 5-20R


