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Catalog Figure Pipe Rebar Ground Rod Ground Screw Dimensions
Number Number Size Size Size Wire Range Material L W

BGC-2T-DB* 1 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2P-DB* 2 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2PS-DB+ 3 1/2-1 3/8-1 1/4-1 2str-10sol stainless steel 2-1/4 2-1/4
2 #8sol

BGC-4/0P-DB=‡‡ 4 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 3 2-1/4

BGC-4/0S-DB=‡‡ 5 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 2-3/4 2-1/4

Cast Bronze Ground Clamps

TYPE

BGDB
Features
• Manufactured from bronze alloy
• UL Listed for direct burial in earth or concrete
• Lay-In feature

Benefits
• Ensures maximum strength and superior conductivity
• Ensures reliability
• Reduces installation time

8M24

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)
* UL File E207816
+ UL File E198108
= UL File E178441
‡‡ Not RoHS compliant
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Catalog Figure Pipe Rebar Ground Rod Ground Screw Dimensions
Number Number Size Size Size Wire Range Material L W

BGC-2T-DB* 1 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2P-DB* 2 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2PS-DB+ 3 1/2-1 3/8-1 1/4-1 2str-10sol stainless steel 2-1/4 2-1/4
2 #8sol

BGC-4/0P-DB=‡‡ 4 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 3 2-1/4

BGC-4/0S-DB=‡‡ 5 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 2-3/4 2-1/4

Cast Bronze Ground Clamps

TYPE

BGDB
Features
• Manufactured from bronze alloy
• UL Listed for direct burial in earth or concrete
• Lay-In feature

Benefits
• Ensures maximum strength and superior conductivity
• Ensures reliability
• Reduces installation time

8M24

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)
* UL File E207816
+ UL File E198108
= UL File E178441
‡‡ Not RoHS compliant
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Catalog Figure Pipe Rebar Ground Rod Ground Screw Dimensions
Number Number Size Size Size Wire Range Material L W

BGC-2T-DB* 1 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2P-DB* 2 1/2-1 3/8-1 1/2-1 2str-10sol silicon bronze 2-3/4 2-1/4

BGC-2PS-DB+ 3 1/2-1 3/8-1 1/4-1 2str-10sol stainless steel 2-1/4 2-1/4
2 #8sol

BGC-4/0P-DB=‡‡ 4 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 3 2-1/4

BGC-4/0S-DB=‡‡ 5 1/2-1 3/8-1 1/2-1 4/0-8str stainless steel 2-3/4 2-1/4

Cast Bronze Ground Clamps

TYPE

BGDB
Features
• Manufactured from bronze alloy
• UL Listed for direct burial in earth or concrete
• Lay-In feature

Benefits
• Ensures maximum strength and superior conductivity
• Ensures reliability
• Reduces installation time

8M24

All wire sizes, unless noted otherwise, are American Wire Gauge (AWG)
* UL File E207816
+ UL File E198108
= UL File E178441
‡‡ Not RoHS compliant
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