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FEATURE BENEFIT

PRODUCT FEATURES
• Drawn steel construction
• Supplied with five 1/2 In. and four 3/4 In. knockouts
• Combination Phillips/slotted screw heads
• 21.5 Cu. In. capacity

APPLICATIONS
RACO® Octagon Boxes are used in ceiling or wall for the installation of lighting fixtures

CERTIFICATIONS

PRODUCT SPECIFICATIONS
UPC Number:
Ea Length/Depth (in.):
Ea Width (in.):
Ea Height (in.):
Wt. Ea. (Lbs.):
Package Type:
Product UPC-A Labeled:

SHIPPING
40050169001675
25
25

Catalog #: 
167

4 In. Octagon Box, Drawn, 2-1/8 In. Deep, Five 
1/2 In. & Four 3/4 In. KO's

Case I2of5:
Standard Carton Qty:
Min Order Qty:

RACO® Octagon Boxes are used in ceiling or wall for the installation of lighting fixtures

050169001677
2.188
4.000
4.000
0.624
Loose
No All RACO single-gang, two-gang,

4 In. square, and single gang 
gangable U.L. listed steel boxes are 
acceptable for use in 2-hour fire rated 
walls. For addtional information, consult
U.L. “Fire Resistance Directory” or 
the U.L. website at www.ul.com


