
*Note: Add stud length in inches (3/4, 1, 11/4, 11/2)

Reference page 45 for general fitting and standard finish specifications.
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Note: See page 51 for resistance to
slip & page 52 for pull-out strength.

• Finish: Electrodeposited zinc ASTM B633 SC1
• Available in 316 stainless steel - add SS6 to part number
• To lock combo nut washer in place a hex nut (sold separately) is required

Note: See page 51 for resistance to slip
& page 52 for pull-out strength. Patent Number

7,604,444

Channel Nuts

50Strut Systems

Part No. Thread Size Fits Channel Sizes Nut Thickness Wt./C
In. mm Lbs. kg

SN724-* 1/4-20 B11 & B12 1/4” (6.3) 8.1 (3.66)

SN224-* 1/4-20 B22, B24, B26, B32 1/4” (6.3) 8.1 (3.66)

SN524-* 1/4-20 B42, B52, B54, B56 1/4” (6.3) 8.1 (3.66)

SN728-* 3/8-16 B11 & B12 3/8” (9.5) 12.9 (5.85)

SN228-* 3/8-16 B22, B24, B26, B32 3/8” (9.5) 12.9 (5.85)

SN528-* 3/8-16 B42, B52, B54, B56 3/8” (9.5) 12.9 (5.85)

SN725-* 1/2-13 B11 & B12 1/2” (12.7) 18.2 (8.23)

SN225-* 1/2-13 B22, B24, B26, B32 1/2” (12.7) 18.2 (8.23)

SN525-* 1/2-13 B42, B52, B54, B56 3/8” (9.5) 15.4 (6.96)

Part No. Thread Size Fits Channel Sizes Nut Thickness Wt./C
In. mm Lbs. kg

NW524 1/4-20 All Channel Sizes 1/4” (6.3) 11.9 (5.40)

NW528 3/8-16 All Channel Sizes 3/8” (9.5) 13.8 (6.26)

NW525 1/2-13 All Channel Sizes 3/8” (9.5) 13.1 (5.94)

NWM6 M6 All Channel Sizes 1/4” (6.3) 16.6 (7.50)

NWM8 M8 All Channel Sizes 1/4” (6.3) 15.4 (7.00)

NWM10 M10 All Channel Sizes 3/8” (9.5) 18.9 (8.57)

NWM12 M12 All Channel Sizes 3/8” (9.5) 17.7 (8.00)




