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Issued to:  HUBBELL INC (DELAWARE) 

Suite 105 

2520 E University Dr 

Tempe , AZ  85281 

This is to certify that 

representative samples of 

 METALLIC OUTLET BOXES 

See addendum page for models 

Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

Standard(s) for Safety:  UL 514A, Metallic Outlet Boxes & CSA C22.2 No. 18.1-04 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 

Look for the UL Certification Mark on the product. 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 

Outlet Boxes 
DB350[%], DB450[%], DB550[%], DX550[%], DB750[%], DX750[%], DB375[%], DB475[%], DB575[%], DX575[%], 
DB775[%], DX775[%], SB350[%], SB450[%], SB550[%], SB375[%], SB475[%], SB575[%] 
% - May be followed by up to three letters to denote packaging type and color of product 

Outlet Boxes 
TD3100Q[%], DB5100@, RB575[%], RB550[%], SD350[%], SD375[%], SD3100[%], TD350[%] ,TD375[%] 
% - May be followed by up to three letters to denote packaging type and color of product. 
@ - Can be any alphanumeric characters up to 2 digits to indicate color and/or packaging 

Set screw conduit bodies (USL Only) 
COC050, COC075, COC100, COC125, COC150, COC200, CC050, CC075, CC0100, CC0125, CC150, CC200, 
COLB050, COLB075, COLB100, COLB125, COLB150, COLB200, CLB050, CLB075, CLB100, CLB125 

Set screw conduit bodies (USL Only) 
CLB150, CLB200, COLL050, COLL075, COLL100, COLL125, COLL150, COLL200, CLL050, CLL075, CLL100, 
CLL125, CLL150, CLL200, COLR050, COLR075, COLR100, COLR125, COLR150, COLR200, CLR050, CLR075, 
CLR100, CLR125, CLR150, CLR200, COT050, COT075, COT100, COT125, COT150, COT200 

Set screw conduit bodies (USL Only) 
CT050, CT075, CT100, CT125, CT150, CT200, EAC050, EAC075, EAC100, EAC125, EAC150, EAC200, 
EAC250, EAC300 
EAC350, EAC400, EC050, EC075, EC100, EC125, EC150, EC200, EC250, EC300, EC350, EC400, EALB050 
EALB075, EALB100, EALB125, EALB150 

Set screw conduit bodies (USL Only)  
EALB200, EALB250, EALB300, EALB350, EALB400, ELB050, ELB075, ELB100, ELB125, ELB150, ELB200 
ELB250, ELB300, ELB350, ELB400, EALL050, EALL075, EALL100, EALL125, EALL150, EALL200, EALL250 
EALL300, EALL350, EALL400, ELL050, ELL075, ELL100, ELL125, ELL150, ELL200, ELL250 

Set screw conduit bodies (USL Only) 
ELL300, ELL350, ELL400, EALR050, EALR075, EALR100, EALR125, EALR150, EALR200, EALR250, EALR300 
EALR350, EALR400, ELR050, ELR075, ELR100, ELR125, ELR150, ELR200, ELR250, ELR300, ELR350, ELR400 
EAT050, EAT075, EAT100, EAT125, EAT150, EAT200, EAT250, EAT300, EAT350 

Set screw conduit bodies (USL Only)  
EAT400, ET050, ET075, ET100, ET125, ET150, ET200, ET250, ET300, ET350, ET400 

Threaded conduit bodies (USL Only) 
RLC050, RLC075, RLC100, RLC125, RLC150, RLC200, RLC250, RLC300, RLC350, RLC400, RC050, RC075, 
RC100, RC125, RC150, RC200, RC250, RC300, RC350 

Threaded conduit bodies (USL Only) 
RC400, RLB050, RLB075, RLB100, RLB125, RLB150, RLB200, RLB250, RLB300, RLB350, RLB400 

http://ul.com/aboutul/locations/
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LB050, LB075, LB100, LB125, LB150, LB200, LB250, LB300, LB350, LB400, RLL050, RLL075, RLL100, RLL125, 
RLL150, RLL200, RLL250, RLL300, RLL350, RLL400, LL050 

Threaded conduit bodies (USL Only) 
LL075, LL0100, LL125, LL150, LL200, LL250, LL300, LL350, LL400, RLR050, RLR075, RLR100, RLR125, 
RLR150, RLR200, RLR250, RLR300, RLR350, RLR400, LR050, LR075, LR0100, LR125, LR150, LR200, LR250 
LR300, LR350, LR400, RLT050, RLT075, RLT100 

Threaded conduit bodies (USL Only) 
RLT125, RLT150, RLT200, RLT250, RLT300, RLT350, RLT400, T050, T075, T100, T125, T150, T200, T250, 
T300, T350, T400 

Covers & Gaskets (USL Only) 
CSC050, CSC075, CSC100, CSC125, CSC150, CSC200, CSC250, CSC300, CSC350, CSC400, SSC050, 
SSC075, SSC100, SSC125, SSC150 

Covers & Gaskets (USL Only) 
SSC200, SSC250, SSC300, SSC350, SSC400 

Outlet boxes, for wet locations only when cover is closed 
DD575 (%) 
(%) - May be followed up to three letters to denote packaging type and color of product 

http://ul.com/aboutul/locations/

