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Metal, Aluminum and Non-Metallic Raceway

HBLALU3800 Series Aluminum Raceway  
Description Dimension

Aluminum	Raceway,	Single	Channel,		 A:	2.25" (57.15)  
Satin	Anodized	Finish.	 B:	3.00"	(76.20)

HBLALU4800 Series Aluminum Raceway 
Description

Aluminum	Raceway,	Two	Channel,		 A:	2.25"	(57.15) 
Satin	Anodized	Finish.		 B:	6.00"	(152.40)

HBLALU5000 Series Aluminum Raceway 
Description

Aluminum	Raceway,	Two	Channel,		 A:	1.75"	(44.45) 
Satin	Anodized	Finish.		 B:	5.08"	(129.03)

HBLALU7620 Series Aluminum Raceway 
Description

Aluminum	Raceway,	Three	Channel,		 A:	2.25"	(57.15) 
Satin	Anodized	Finish.		 B:	7.62"	(193.55)

Aluminum Pre-Wired Raceway (LINKOSITY® devices may be utilized with this Raceway Series)

HBL3000 Series Metal Raceway  
Description

Steel	Raceway,	Single	Channel,	 A:	1.53"	(38.86) 
Ivory	or	Gray	Finish.		 B:	2.75"	(69.85)

HBL4750 Series Metal Raceway  
Description

Steel	Raceway,	Single	or		 A:	1.75"	(44.45) 
Two	Channel	(with	Divider),		 B:	4.75"	(120.65) 
Ivory or Gray Finish.

HBL6750 Series Metal Raceway  
Description

Steel	Raceway,	Single,		 A:	2.22"	(56.39) 
Two	Channel	(with	One	Divider)		 B:	6.75"	(171.45) 
or	Three	Channel	(with	Two	Dividers),	 
Ivory or Gray Finish.

Steel Pre-Wired Raceway (LINKOSITY® devices may be utilized with this Raceway Series)

Features and Benefits

Dimensions in Inches (mm)

PB2 BaseTrak® Series Non-Metallic Raceway  
Description

Non-Metallic	Raceway,		 A:	1.63"	(41.40) 
Two	Channel,	 B:	4.50"	(114.30) 
Office	White	Color.

PS3 Super BaseTrak® Series Non-Metallic Raceway  
Description

Non-Metallic	Raceway,		 A:	1.97"	(50.04) 
Three	Channel,	 B:	6.70"	(170.18) 
Office	White	Color.

Non-Metallic Pre-Wired Raceway


