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LIMITED WARRANTY AND LIMITATION OF LIABILITY 
This Fluke product will be free from defects in material and workmanship for three 
years from the date of purchase. This warranty does not cover fuses, disposable 
batteries, or damage from accident, neglect, misuse, alteration, contamination, or 
abnormal conditions of operation or handling. Resellers are not authorized to extend 
any other warranty on Fluke’s behalf. To obtain service during the warranty period, 
contact your nearest Fluke authorized service center to obtain return authorization 
information, then send the product to that Service Center with a description of the 
problem. 
THIS WARRANTY IS YOUR ONLY REMEDY. NO OTHER WARRANTIES, SUCH AS 
FITNESS FOR A PARTICULAR PURPOSE, ARE EXPRESSED OR IMPLIED. FLUKE 
IS NOT LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL OR 
CONSEQUENTIAL DAMAGES OR LOSSES, ARISING FROM ANY CAUSE OR 
THEORY. Since some states or countries do not allow the exclusion or limitation of an 
implied warranty or of incidental or consequential damages, this limitation of liability 
may not apply to you. 
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Introduction 
The Fluke 374 FC/375 FC/376 FC (the Product) measures true-rms ac current and voltage, dc 
current and voltage, inrush current, resistance, and capacitance. The 375 FC and 376 FC also 
measure frequency and dc millivolts. The detachable iFlex (Flexible Current Probe) that is 
included with the 376 FC (optional with the 374 FC and 375 FC) expands the measurement range 
to 2500 A ac. The Flexible Current Probe provides increased display flexibility and allows 
measurements of awkward sized conductors and improved wire access. The illustrations in this 
manual show the 376 FC.  
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Contact Fluke 
Fluke Corporation operates worldwide. For local contact information, go to our website: 
www.fluke.com 

To register your product, view, print, or download the latest manual or manual supplement, go to 
our website. 

+1-425-446-5500 
fluke-info@fluke.com. 
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Safety Information 
A Warning identifies conditions and procedures that are dangerous to the user. A Caution 
identifies conditions and procedures that can cause damage to the Product or the equipment 
under test. 

General Safety Information in the printed Safety Information document that ships with the 
Product. It can also be found online at www.fluke.com. More specific safety information is listed in 
this manual where applicable. 
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Replacement Part List 
Table 1 lists the available replacement parts. 

Table 1. Replacement Parts 

Item Qty. Fluke Part or Model Number 

Battery, AA 1.5 V 2 376756 

Battery Door Assembly 1 4696918 

Test lead set 1 TL75 

Flexible current probe i2500-10 1 3676410 

Flexible current probe i2500-18 1 3798105 

Magnet strap 1 669952 

STRAP 9 INCHES 1 669960 

Soft Case 1 3752958 
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The Product 

1 Clamp Meter
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6 Flexible Current Probe

<0.5 A >0.5 A
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7 Jaw Hz (375 FC / 376 FC) > 5 A

> 20 A

<0.5 A >0.5 A
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<0.5 A >0.5 A
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 mV dc (375 FC / 376 FC)
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Install Fluke Connect® App 
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General Specifications 
Safety specifications are in the printed Safety Information that shipped with the Product. 
Size (L x W x H)  ..................................... 249 mm x 85 mm x 45 mm 
Weight ..................................................... 410 g 
Jaw Opening ........................................... 34 mm 
Flexible Current Probe Diameter ............ 7.5 mm  
Flexible Current Probe Cable Length 
(head to electronics connector) .............. 1.8 m 
Temperature  
Coefficients ............................................. Add 0.1 x specified accuracy for each degree C >28 °C 

or <18 °C 
AC Current via Jaw 
Range 

374 FC and 375 FC ........................... 600.0 A 
376 FC ............................................... 999.9 A 

Resolution ............................................... 0.1 A  
Accuracy ................................................. 2 % ±5 digits (10 Hz to 100 Hz) 
 2.5 % ±5 digits (100-500 Hz)  
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Crest Factor (50 Hz/60 Hz) 
376 FC .............................................. 3 @ 500 A  

 2.5 @ 600 A 
 1.42 @ 1000 A 

374 FC and 375 FC .......................... 2.5 @ 350 A  
1.42 @ 600 A 

Note: Add 2 % for C.F. >2  
AC Current via Flexible Current Probe 
Range  .................................................... 2500 A  
Resolution ............................................... 0.1 A (≤999.9 A) 
 1 A (≤2500 A) 
Accuracy ................................................. 3 % ±5 digits (5 – 500 Hz) 
Crest Factor (50 Hz/60 Hz) ..................... 3.0 @ 1100 A 
 2.5 @ 1400 A 
 1.42 @ 2500 A 
 Add 2 % for C.F. >2 
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Position Sensitivity 

 
ghn12.png 

Figure 1. Position Sensitivity 
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Distance from 
Optimum i2500-10 Flex i2500-18 Flex Error 

A 0.5 in (12.7 mm) 1.4 in (35.6 mm) ±0.5 % 

B 0.8 in (20.3 mm) 2.0 in (50.8 mm) ±1.0 % 

C 1.4 in (35.6 mm) 2.5 in (63.5 mm) ±2.0 % 

Measurement uncertainty assumes centralized primary conductor at optimum position, no 
external electrical or magnetic field, and within operating temperature range. 

DC Current 
Range  

374 FC and 375 FC ........................... 600.0 A 
376 FC ............................................... 999.9 A 

Resolution ............................................... 0.1 A  

Accuracy ................................................. 2 % ±5 digits  
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AC Voltage 
Range ..................................................... 1000 V  

Resolution ............................................... 0.1 V (≤600.0 V) 

 1 V (≤1000 V) 

Accuracy ................................................. (374 FC/375 FC) 1.5 % ±5 digits (20 Hz to 500 Hz) 

 (376 FC) 1 % ±5 digits 
DC Voltage 
Range ..................................................... 1000 V 

Resolution ............................................... 0.1 V (≤600.0 V) 

 1 V (≤1000 V) 

Accuracy ................................................. 1 % ±5 digits 
mV dc (375 FC and 376 FC) 
Range ..................................................... 500.0 mV 
Resolution ............................................... 0.1 mV 

Accuracy ................................................. 1 % ±5 digits 
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Frequency via Jaw 
Range 

375 FC and 376 FC ........................... 5.0 Hz to 500.0 Hz 
Resolution ............................................... 0.1 Hz 

Accuracy ................................................. 0.5 % ±5 digits 

Trigger Level ........................................... 5 Hz to 10 Hz, ≥10 A 

 10 Hz to 100 Hz, ≥5 A 

 100 Hz to 500 Hz, ≥10 A 
Frequency via Flexible Current Probe 
Range 

375 FC and 376 FC ............................. 5.0 Hz to 500.0 Hz 
Resolution ............................................... 0.1 Hz 
Accuracy ................................................. 0.5 % ±5 digits 
Trigger Level ........................................... 5 Hz to 20 Hz, ≥25 A 
 20 Hz to 100 Hz, ≥20 A 
 100 Hz to 500 Hz, ≥25 A 
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Resistance 
Range 

374 FC ............................................... 6000 Ω 

375 FC and 376 FC ........................... 60 kΩ 
Resolution 

374 FC ............................................... 0.1 Ω (≤600 Ω) 

 1 Ω (≤6000 Ω) 

375 FC and 376 FC ........................... 0.1 Ω (≤600 Ω) 

 1 Ω (≤6000 Ω) 

 10 Ω (≤60 kΩ) 

Accuracy ................................................. 1 % ±5 digits 
Capacitance 

Range ..................................................... 1000 μF 

Resolution ............................................... 0.1 μF (≤100 μF) 

 1 μ F (≤1000 μF) 

Accuracy ................................................. 1 % ±4 digits 
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Product Disposal 
Dispose of the Product in a professional and environmentally sound manner: 

• Delete personal data on the Product before disposal. 

• Remove batteries that are not integrated into the electrical system before disposal and 
dispose of batteries separately. 

• If this Product has an integral battery, put the entire Product in the electrical waste. 



374 FC/375 FC/376 FC 
Users Manual 

28 

 


	374 FC/375 FC/376 FC Users Manual
	Warranty
	Table of Contents

	Introduction
	Contact Fluke
	Safety Information
	Replacement Part List
	The Product
	Install Fluke Connect® App
	Wireless Radio Setup
	General Specifications
	Product Disposal


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (sGray)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [1458.000 504.000]
>> setpagedevice


