
Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 

 

www.phd-mfg.com 



Wt. Each 

lbs. kg 

.37 (.17) 

Wt. Each 

lbs. kg 

.36 (.16) 

Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 

FIG. 5101 - 5107 
1-HOLE ANGLE 

FIG. 5110 
2-HOLE CORNER ANGLE 

FIG. 5112 
2-HOLE CORNER ANGLE 



°

Fig. 
No. 

Wt. Each 
B  

lbs. kg 

5101 37/8 (98.43) .48 (.22) 

5103 57/8 (149.23) .83 (.38) 

5105 77/8 (200.03) 1.05 (.48) 

5107 97/8 (250.83) 1.30 (.59) 

 FIG. 5123 
3-HOLE CORNER ANGLE 

 FIG. 5121 
3-HOLE CORNER ANGLE 

Fig. 
No. 

B  
Wt. Each 

lbs. kg 

5115 3 (76.20) .49 (.22) 

5116 31/2 (81.28) .54 (.24) 

5118 4 (101.60) .61 (.28) 

 FIG. 5115 - 5118 
2-HOLE CORNER ANGLE 

 FIG. 5119 
“NO-TURN” 2-HOLE CORNER ANGLE 

 FIG. 5122 
3-HOLE CORNER ANGLE 

Wt. Each 

lbs. kg 

.40 (.18) 

Wt. Each 

lbs. kg 

.58 (.26) 

Wt. Each 

lbs. kg 

.50 (.23) 

Wt. Each 

lbs. kg 

.58 (.26) 

 FIG. 5120 
3-HOLE CORNER ANGLE 

Wt. Each 

lbs. kg 

.58 (.26) 

Note: Not available 
in Stainless Steel. 
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Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 
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

°



Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 

Wt. Each 

lbs. kg 

.78 (.35) 

Wt. Each 

lbs. kg 

.73 (.33) 

Wt. Each 

lbs. kg 

.76 (.34) 

FIG. 5135 
4-HOLE CORNER ANGLE 

FIG. 5130 
4-HOLE CORNER ANGLE 

 FIG. 5140 & 5145 
3-HOLE OFFSET BENT ANGLE 

 FIG. 5141 & 5146 
3-HOLE OFFSET BENT ANGLE 

 FIG. 5148 
3-HOLE OFFSET BENT TEE 

FIG. 5131 
4-HOLE CORNER ANGLE 

Wt. Each Fig. 
No. lbs. kg 

5140 RIGHT .53 (.24) 

5145 LEFT .53 (.24) 

Wt. Each Fig. 
No. lbs. kg 

5141 RIGHT .53 (.24) 

5146 LEFT .53 (.24) 

Wt. Each 

lbs. kg 

.71 (.32) 

 FIG. 5150 
4-HOLE OFFSET BENT TEE 

 FIG. 5155 & 5156 
4-HOLE OFFSET BENT TEE 

 FIG. 5160 
5-HOLE OFFSET BENT TEE 

Wt. Each Fig. 
No. lbs. kg 

5155 RIGHT .76 (.34) 

5156 LEFT .76 (.34) 

Wt. Each 

lbs. kg 

.77 (.35) 

Wt. Each 

lbs. kg 

1.00 (.45) 

Note: Not available 
in Stainless Steel. Note: Not available 

in Stainless Steel. Note: Not available 
in Stainless Steel. 

Note: Not available 
in Stainless Steel. 

Note: Not available 
in Stainless Steel. 
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

Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 



°

FIG. 5165 & 5166 
UNIVERSAL SHELF BRACKET 

FIG. 5170 & 5175 
4-HOLE CORNER GUSSET 

FIG. 5171 & 5176 
4-HOLE CORNER GUSSET 

 FIG. 5205 
5-HOLE JOINT ANGLE CONNECTOR 

 FIG. 5190 
5-HOLE GUSSETED SHELF ANGLE 

 FIG. 5180 
3-HOLE GUSSETED SHELF ANGLE 

 FIG. 5185 
4-HOLE GUSSETED SHELF ANGLE 

 FIG. 5200 
4-HOLE JOINT ANGLE CONNECTOR 

Wt. Each 

lbs. kg 

1.02 (.46) 

Wt. Each 

lbs. kg 

1.48 (.67) 

Wt. Each 

lbs. kg 

1.98 (.90) 

Wt. Each 

lbs. kg 

1.00 (.45) 

 FIG. 5186 
4-HOLE GUSSETED SHELF ANGLE 

Wt. Each 

lbs. kg 

1.33 (.60) 

Fig. 
No. 

Wt. Each 

lbs. kg 

5165 1.51 (.68) 

5166 1.53 (.69) 

Wt. Each 

lbs. kg 

.72 (.33) 

Fig. 5166 (shown) 
is welded for extra 

strength. 

Wt. Each Fig. 
No. lbs. kg 

5170 RIGHT 1.00 (.45) 

5175 LEFT 1.00 (.45) 

Wt. Each Fig. 
No. lbs. kg 

5171 RIGHT 1.00 (.45) 

5176 LEFT 1.00 (.45) 

Note: Not 
available in 
Stainless 
Steel. 

Note: Not available 
in Stainless Steel. 
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Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 
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
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Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 



Wt. Each 

lbs. kg 

.97 (.44) 

Wt. Each 

lbs. kg 

.36 (.16) 

Wt. Each 

lbs. kg 

.42 (.19) 

FIG. 5221 
2-HOLE ADJUSTABLE CORNER ANGLE 

FIG. 5210 & 5211 
6-HOLE GUSSETED CORNER CONNECTOR 

 FIG. 5225 & 5226 
2-HOLE ADJUSTABLE CORNER ANGLE 

 FIG. 5228 
2-HOLE ADJUSTABLE CORNER ANGLE 

 FIG. 5230 
3-HOLE ADJUSTABLE CORNER ANGLE 

FIG. 5220 
2-HOLE ADJUSTABLE CORNER ANGLE 

Wt. Each Fig. 
No. lbs. kg 

5210 RIGHT 2.29 (1.04) 

5211 LEFT 2.29 (1.04) 

Wt. Each 

lbs. kg 

.59 (.27) 

 FIG. 5250 & 5255 
4-HOLE ADJUSTABLE CORNER ANGLE 

 FIG. 5260 
2-HOLE TAPPED CORNER ANGLE 

 FIG. 5270 
2-HOLE BUS DUCT ANGLE 

Wt. Each 

lbs. kg 

.33 (.15) 

Wt. Each 

lbs. kg 

.37 (.17) 

Fig. 
No. 

B  
Wt. Each 

lbs. kg 

5225 67/8 (174.63) .85 (.39) 

5226 47/8 (123.83) .58 (.26) 

Fig. 
No. 

B C 
Wt. Each 

lbs. kg 

5250 4 (101.6) 65/8 (168.28) 1.90 (.86) 

*5255 6 (152.4) 85/8 (219.08) 2.56 (1.16) 

* Not available in Stainless Steel. 

Note: Not 
available 
in Stainless 
Steel. 

Note: Not available 
in Stainless Steel. 
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