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HUBBELL

iSTATION ‘ Surface Mount Boxes

Specifications cus

* Fiber storage in 4-, 6- and 12-port versions

¢ 4. and 6-port versions have ratcheting tabs for
adjustable furniture mounting

¢ 1-,2-,4-, 6- and 12-port configurations
¢ Plenum versions available
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Color 1-Port 2-Port 4-Port 6-Port 12-Port
Black HSB1BK HSB2BK HSB4BK HSB6BK HSB12BK
Gray HSB1GY HSB2GY HSB4GY HSB6GY HSB12GY
Ivory HSB1EI HSB2EI HSBA4EI HSBG6EI HSB12EI
Office White HSB1OW HSB20OW HSB40OW HSB6OW HSB120W
White HSB1W HSB2wW HSB4W HSB6W HSB12wW

Note: ISB surface mount boxes are not compatible with SJ shielded jacks

UL Plenum Rated HSB Surface Mount Boxes Jack and Surface Box Ceiling Bracket

Attaches to drop wire/rod to provide two equipment

outlets above the ceiling for WAP, camera, and S b )
u : ll u > loT applications : ‘L\‘
i ) Description Catalog No. { B L \
Color 1-Port 2-Port 2-port ceiling connectivity bracket CB2 =
Black HSB1BKP HSB2BKP
Gray HSB1GYP HSB2GYP
Ivory HSB1EIP HSB2EIP
Office White HSB10OWP HSB20OWP
White HSB1WP HSB2WP

Note: ISB surface mount boxes are not compatible with SJ shielded jacks
remove - text no longer applicable

Non-Metallic Raceway Compatibility Chart

Series PP PL PW PB
HSB1 4 v
HSB2 v v
HSB4 v v v v
HSB6 4 v v v
HSB12 v v 4 v

*Use PB3REDA transition fitting

PP1 = PREMISETRAK® Latching Raceway

PL1 = LANTRAK® Latching Raceway

PW2 = WALLTRAK® Latching Raceway

PB2 = BASETRAK® Non-Latching Raceway

PB3 = BASETRAK Non-Latching Raceway

PS3 = SUPER BASETRAK® Non-Latching Raceway

See Section S for Raceway product information

See color chart on page B2.
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