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POWER SUPPLY 
UNITS
24 VDC UNITS

Units provide power to multiple signaling 
devices, depending on requirements.

Engineered to ensure long 
use for bells, buzzers and 
chimes. 

TA640

TA606

CAT.
NO.

UPC
CODE

INPUT
VOLTAGE

OUTPUT
VOLTAGE

OUTPUT
CURRENT REGULATION RIPPLE

VOLTAGE

TA606 96109 117VAC 24VDC 600mA - -

TA640 96110 115VAC 24VDC 4A +/-5% 10mVRMS

CAT.
NO.

UPC
CODE TYPE VOLTS-AMPS

(VA)
PRIMARY
VOLTAGE

AC

SECONDARY
VOLTAGE

AC
Hz

TA590 96104 Bell 5 120 10 60

TA591 96105 Chime 10 120 16 60

TA592 96106 Tri-Volt 10-10-20 120 8-16-24 50/60

TA598 96602 Tri-Volt 20-30-30 120 8-16-24 60

TA599 96108 Heavy Duty 40 120 24 60

 TA1245Y-50 96166 Heavy Duty 50VA 120/208/240 24 60

TA1245Y-75 96167 Heavy Duty 75VA 120/208/240 24 60

TA606
Regulated and filtered 24VDC up to 600mA. Easy-to-use screw
terminals, accepts #16-24AWG. No conduit is required for installation.

TA640
Dual output unit, each providing 2 Amps fo current. If connected in 
parallel, will provide up to 4 Amps. Circuit breaker provides input 
protection.
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