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Product data sheet
Characteristics

8536SCTO3V02S
STARTER 600VAC 27AMP NEMA +OPTIONS

Product availability : Stock - Normally stocked in distribution facility

Price* : 557.00 USD

Main
Device short name S
Enclosure type Open box
Product or component type Motor starter

Complementary
Rated current 27 A
[Uc] control circuit voltage 110 V AC 50 Hz

120 V AC 60 Hz
Electrical connection Screw clamp terminal
Motor power hp 10 hp 460/575 V AC 3 phases

7.5 hp 230 V AC 3 phases
7.5 hp 200 V AC 3 phases

Motor starter type Non reversing
NEMA size 1
Network number of phases 3 phases
Number of poles 3
Number of thermal units required 3
Permissible voltage <= 600 V AC
Stage of operation Separate control circuit
Thermal overload type Melting alloy

Environment
Product certifications CSA

UL listed

Ordering and shipping details
Category 21202 - 8502,36 S*R,S*T,S*W
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Discount Schedule CP1
GTIN 00785901905332
Nbr. of units in pkg. 1
Package weight(Lbs) 4.1200000000000001
Returnability N
Country of origin MX

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Will be compliant  on  3Q2014

Will be compliant  on  3Q2014

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=516899&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=516899&lang=en-us

