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Issued to: Schneider Electric Industries S A, DBA Telemecanique 

8001 Knightdale Blvd, Knightdale NC 27545 
  

This is to certify that

representative samples of

 COMBINATION MOTOR CONTROLLERS 

See Addendum Page. 
  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: UL 60947-1 & CSA C22.2 No. 60947-1, Low-Voltage 
Switchgear and Controlgear – Part 1: General Rules 
UL 60947-4-1 & CSA C22.2 No. 60947-4-1, Low-Voltage 
Switchgear and Controlgear – Part 4-1: Contactors and 
Motor-Starters – Electromechanical Contactors and Motor-
Starters 

Additional Information: See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Type E Manual Self Protected Combination Motor Controllers consisting of manual starters Cat. Nos. 
GV2P followed by 01 through 08, or followed by 10, 14 or 16, or followed by 20, 21, or 22, and line side 
spacing Adapter Cat. No. GV2GH7 or GV1G09; 
 
Type F Combination Motor Controller consisting of manual starters Cat. Nos. GV2P followed by 01 
through 08, or followed by 10, 14 or 16, or followed by 20, 21, or 22, and line side spacing Adapter Cat. 
No. GV2GH7 or GV1G09, and magnetic motor contactors LC1D09___, LC1D12____, LC1D18___, 
LC1D25___, LC1D32___, LC1D38___. 
 


