Product data sheet SC8L125S

Characteristics METER MAIN RING TYPE OH/UG 125A
SURFACE

Main
Commercial Status Commercialised
Product or component Meter Mains
type
Range of product Homeline
[In] rated current 125 A
Meter socket type Ringed
Service feed location UG
OH
Bypass type No bypass
[
Complementary 3
Short-circuit current 10 kA E
Product mounting Surface %
Number of spaces 0 g
Number of circuits 0 g
Q
Number of tandem circuit breakers 0 é -
Hub type A g é%
8o
Electrical connection Lugs service ground =2
. . T 20
Lugs line side o2
Qo9
AWG gauge 6...2/0 AWG copper service ground % :’3; %
6...2/0 AWG aluminium service ground §§g
6...2/0 AWG copper line side 5 %E
6...2/0 AWG aluminium line side 25 ]
523
Device composition Service disconnect (ordered separately) g3 s
g2
Service disconnect rated current 125 A EoS
253
Ordering and shipping details “gf;%
Category 00148 - HOMELINE CSED DEVICES Be2
863
Discount Schedule DE3A 823
284
GTIN 00785901308805 Sty
S 2w
Nbr. of units in pkg. 1 %EE
Package weight(Lbs) 29.31 sEt
TSow
Returnability Y gg g
Country of origin MX £%o
T5 o
2,8
gge
c = 8
522
S$38=
ZEQ
382
c E S
S co
] g?
275
FiE=
Pec 13,2013 Schneider

3E\ectr\c 1

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



